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ACRYLIC

SECTION |

M‘\NUFACTURER’é—NAME EMERGENCY TELEPHONE NO. -
Koppers Company, Inc. 412- 227-2000
ADODRESS {Nuntber, Street. Citv. State, and ZIP Codc)
Pittsburgh, PA 15219 .
CHEMICAL NAME AND SYNONYMS TRADE NAME AND SYNONYMS

CRYLIC Clear Gloss Lacquer
CHEMICAL FAMILY -

FORMULA

- L-880-66 Clear

DPM-86_and DPM-87

SECTION I - HAZARDOUS INGREDIENTS

PAINTS, PRESERVATIVES, & SOLVENTS % (E:Xs) ALLOYS AND METALLIC COATINGS % J,‘;XL
PIGMENTS ¥ I BASE METAL
CATALYST ALLOYS
vericLe  Acrylic N/A METALLIC COATINGS
SOLVENTS . See Below * PLUE COATING OR CORE FLUX
ADDl;r|VES OTHERS
OTHERS P »

 HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES | % | O,

* Methyl Etﬁyl Ketone 200PPM

Methyl Isobutyl ‘Ketone 50PPM

2-Propanol, 1 Methoxy Acetate | Not Established

SECTION it - PHYSICAL DATA

BOILING POINT (°F.) SPECIFIC GRAVITY (H;0=1) Ib? '/5%31 -
R L J

VAPOR PRESSURE {(mm Hg.) S%“fgfﬁh‘éﬁ;‘;‘me 847,

: X EV ap.non RATE A ,
VAPOR DENSITV {(AIR=1} Heavier | A= _N=But-Ace -1y Moderately Faster
SOLUBILITY IN WATER Negligible .
APPEARANCE AND ODOR

SECTION IV - FIRE AND EXPLOSION HAZARD DATA
FUASH POINT (Method used) o4 £ 1.G.C SLAMMABLE LIMITS P e e
*NMe -

e ;

x'rmcuzsmuc MEDIA Foam, dry chemical, water spray fog or CO .

SPECIAL FIRE FIGHTING PROCEDURES

Use air supplled equipment for enclosed areas.

water.

Cool exposed co

Keep away. from heat,  sparks

UNUSUAL FIRE AND EXPLOSION HAZARDS

and - flame.

2 ,
ntainers wiLh
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SECTION'V - HEALTH HAZARD DATA T 7

THRESHOLD LimiT 'VALU?‘ 50 PPM from solvent vapors in the air
EFFECTS OF OVEREXPOSURE Systemic toxic effects may ,algo result From skin absorption.
Irritation to eyes, nose and throat near or above 50 ppm from vapors. Higher
concentrations cause drowsiness, dizziness, Ifollowed by coma. Dangerously high
concentrations could cause death from explosion or from breathing,

EMERGENCY ANOD FIRST AIDOPROCEDURES - '
1f inhaled remove to fresh air. If not breathing giverartificial respiration.
In case of_skin contact, wash

ferably mouth to mouth. <Call a physician.
P e ronobly s ap ar‘{d water: forpeyyes, flush immediately with plenty of water

for 15 minutes and_call a gh sician. Wash contaminated clothing before reuse. If
ed, CALL A PHYSICIA MMEDTATELY. DO NOT induce vomiting,
2 ; BT Y B AN

SRR o L

SECTION VI - REACTIVITY DATA

CONDITIONS TO AVOID

STABILITY UNSTABLE

3 ' STABLE . X

INCOMPATABILITY (Materiuls to aroid)

HAZARDOUS DECOMPOSITION PRODUCTS

CONDITIONS TO AVOID
MAY OCCUR P

HAZARDOUS
POLYMERIZATION

WiLL NOT OCCUR X

SECTION VII - SPILL'OR LEAK PROCEDURES
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED .
: i ctrical, static or frictiopal sparks, |

hot surfaces, etc.). Avoid breathing of vapors. Venﬁ%éaggeggegﬁgog gg%ina%nd, 1
£ ent_materials

|scoop up spi ith non-sparking toals, rags, ete
on small spills or on residuals of large spills.

WASTE DISPCSAL METHOD

Dispose of in accordance with local applicable regulations.

SECTION VIl - SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION (Specify 1vpe) Organic vapor canister where oxygen content is
adequate and vapor concentration is less than 2% or use air supplied face masks.
VENTILATION - LOCAL EXHAUST - - SPECIAL

MECHANICAL {Generalj ’ - OTHER
X
PROTECTIVE GLOVES ) | EYE PROTECTION .
Neoprene Rubber Gloves __Goggles

OTHER PROTECTIVE EQUIPMENT

SECTION IX - SPECIAL PRECAUTIONS

PRECAUTIONS Tp BE TAKEN IN HANDLING Al.\'D STORING
Keep containers closed and upright to prevent leakage. Avoid flames, welding,

smoking, sparks, open lights, etc. Avoid breathing of vapor or spray mist. Avoid
eve and skin contact.
OTHER PRECAUTIONS . -
Maintain good personal hygiene. Do not:use in confined areas, tank or pit
without adequate ventilation.
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